
FRONTEK AUSTRALIA PTY LTD.

www.frontek.com.au

+61 2 9316 6818

92 MM STUD WALL INSTALLATION

VERTICAL CONFIGURATION
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ASSEMBLING PROCESS
Vertical Configuration STUD WALL

1. STUD WALL

4. TOP HAT 15 MM GALVANIZED STEEL

2. ENGINEREED BACKPAN

5. FRONTEK FT03-01 [1] VERTICAL WALL HUNG/CEILING

INSTALLATION RAIL

3. ENGINEREED BACKPAN
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ASSEMBLING PROCESS

6A. VERTICAL NET PATTERN CONFIGURATION:
FT01-01 [1] VERTICAL WALL HUNG/CEILING INSTALL. RAIL CLIP
WITH SCREW

6B. VERTICAL BRICK PATTERN CONFIGURATION:
FT01-01 [1]

7A. VERTICAL NET PATTERN CONFIGURATION

7B. VERTICAL BRICK PATTERN CONFIGURATION

Vertical Configuration STUD WALL
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VERTICAL SECTION. 
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74.392 (STEEL STUD)13
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Insulation

13mm Plaster board

15

Frontek ceramic piece

FT03-01 [1] Vertical wall hung/ceiling installation rail.
Extruded aluminum

Top hat 15mm galvanized steel

Stainless steel self drilling screw

92mm STEEL STUD

FT01-01 [1] Vertical wall hung/ceiling installation rail clip.
Extruded aluminum

25x25x3mm extruded aluminum

Engineered backpan
for waterproofing and wind load

EXTERIORINTERIOR

Vertical Configuration STUD WALL
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VERTICAL SECTION. 
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92 (STEEL STUD)13
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Insulation

13mm Plaster board

Deflection head

Frontek ceramic piece

Slab

FT03-01 [1] Vertical wall hung/ceiling installation rail.
Extruded aluminum

Top hat 15mm galvanized steel

Stainless steel self drilling screw

92mm STEEL STUD

FT01-01 [1] Vertical wall hung/ceiling installation rail clip.
Extruded aluminum

25x25x3mm extruded aluminum

Engineered backpan
for waterproofing and wind load

EXTERIORINTERIOR

Vertical Configuration STUD WALL
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STRUCTURAL OPENING
5 5SUB-FRAME WIDTH

HORIZONTAL SECTION. 
FLUSH FACADE DETAIL

4

16

Frontek ceramic piece

25x25x3 Extruded aluminum

FT01-01 [1] Vertical wall hung/ceiling installation rail clip. Extruded aluminum

FT03-01 [1] Vertical wall hung/ceiling installation rail . Extruded aluminum

100mm Window wall system

Two part sub-jamb

Insulation

13mm Plaster board

92mm Steel stud

Engineered backpan
for waterproofing and wind load

Stainless steel self drilling screw

FT-DN011 [A]  Horizontal Top & Bottom Installation Rail Clip

Top hat 15mm galvanized steel
EXTERIOR

INTERIOR

Vertical Configuration STUD WALL
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HORIZONTAL SECTION. 
REVEAL FACADE DETAIL
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100mm Window wall system

Two part sub-jamb

Insulation

13mm Plaster board

92mm Steel stud

Frontek ceramic piece

25x25x3 Extruded aluminum

FT01-01 [1] Vertical wall hung/ceiling installation rail clip. Extruded aluminum

FT03-01 [1] Vertical wall hung/ceiling installation rail . Extruded aluminum

Stainless steel self drilling screw

FT-DN011 [A]  Horizontal Top & Bottom Installation Rail Clip

Top hat 15mm galvanized steel

Engineered backpan
for waterproofing and wind load

EXTERIOR

INTERIOR

Vertical Configuration STUD WALL
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FRONTEK MITER CUT
HORIZONTAL SECTION. OUTSIDE CORNER.
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Insulation
16

Stainless steel self drilling screw

Frontek ceramic piece

Top hat 15mm galvanized steel

Stainless steel self drilling screw

Aluminum corner profile

Engineered backpan
for waterproofing and wind load

13mm Plaster board

92mm Steel stud

Frontek ceramic piece

25x25x3 Extruded aluminum

FT01-01 [1] Vertical wall hung/ceiling installation rail clip.
Extruded aluminum

FT03-01 [1] Vertical wall hung/ceiling installation rail .
Extruded aluminum

Greco Gres Omega profile

Greco Gres stainless steel clamp
for Frontek piece

0.7mm packer

15

EXTERIOR

INTERIOR

Vertical Configuration STUD WALL

Narrow aluminum
section
for corner with sealant

Wide aluminum
section
for corner with sealant
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HORIZONTAL SECTION. INTERIOR CORNER.
Horizontal Configuration STUD WALL

13 92 12
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EXTERIOR

INTERIOR

Frontek ceramic piece

Engineered backpan
for waterproofing and wind load

Insulation

92mm Steel stud

13mm Plaster board

Stainless steel self drilling screw

Top hat 15mm galvanized steel

FT-DN011 [A]  Horizontal Top & Bottom
Installation Rail Clip
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